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Table of Communicating Information
(Information to be provided to a towing company)


XXX Shipping Company
	
	　
	　
	　
	　
	　
	　
	　
	　

	3
	　
	　
	　
	　
	　
	　
	　
	　

	2
	　
	　
	　
	　
	　
	　
	　
	　

	1
	　
	　
	　
	　
	　
	　
	　
	　

	0
	　
	　
	　
	　
	　
	　
	　
	　

	Rev.
	Date
	Description of  Revision
	Prepared
	Checked 
	Approved


Table of Information (1/2)
	No.
	Item
	Current status

	
	
	

	(1)
	Present time
	Day/Month/Year
	Time

	
	
	
	JST
	

	
	
	
	
	

	(2)
	Current position
	　

	
	
	

	
	
	

	(3)
	Cause of requesting towage
	

	
	
	

	
	
	

	(4)
	Weather conditions
	

	
	
	

	
	
	

	(5)
	Wind velocity and direction
	Velocity (m/s)
	Direction

	
	
	
	

	
	
	
	

	(6)
	Wave height
	
	(m)

	
	
	
	

	
	
	
	

	(7)
	Weather forecast
	

	
	
	

	
	
	

	(8)
	Drifting speed and direction
	Speed (kt)
	Direction

	
	
	
	

	
	
	
	

	(9)
	Imminent danger (e.g. grounding) 
(if any, describe the expected danger)
	
	Note: 

	(10)
	Flooding (if any, describe the status)
	
	Status :  

	(11)
	Cargo (if any, describe the type)
	
	Note :       

	(12)
	Fore draft 
	
	(m)

	
	
	
	

	
	
	
	

	(13)
	Aft draft 
	
	(m)

	
	
	
	

	
	
	
	


Table of Information (2/2)
	No.
	Item
	Current status

	
	
	

	(14)
	Can be towed from the bow?
	　
	Status :  

	
	
	
	

	
	
	
	

	(15)
	Can use power on board?
	　
	Status : 

	
	
	
	

	
	
	
	

	(16)
	Can use deck lighting for the towing line connection?
	　
	Status :  

	
	
	
	

	
	
	
	

	(17)
	Can use the mooring winch for winding the towing line?
	　
	Status : 

	
	
	
	

	
	
	
	

	(18)
	Can use the mooring equipment on the deck for the towing line connection?
	　
	Status : 

	
	
	
	

	
	
	
	

	
	
	
	

	(19)
	Can use towing lights (side lights, stern lights)?
	　
	Status : 

	
	
	
	

	
	
	
	

	(20)
	Ready to display the black diamond?
	　
	Status :  

	
	
	
	

	
	
	
	

	(21)
	Can use the rudder (describe the status)?
	　
	Status : 

	
	
	
	

	
	
	
	

	(22)
	If the rudder is damaged, what is the current rudder angle and is it possible to return to midship?
	　
	Status : 

	
	
	
	

	
	
	
	

	
	
	
	

	(23)
	Can use the main engine?
	　
	Status : 

	
	
	
	

	
	
	
	

	(24)
	Can control the trim?
	　
	Status : 

	
	
	
	

	
	
	
	

	(25)
	Is there heeling?
	　
	Status : 

	
	
	
	

	
	
	
	

	(26)
	How to prevent free propeller rotation? 
	

	
	
	

	
	
	

	
	
	

	
	
	

	(27)
	Oil leakage from the stern tube (if any, describe the status)
	　
	Status : 
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(2)Pattern YY-F: Use wire ropes            


-------------------------     

(3)Pattern ZZ-F: Use hawsers of the ship      
-------------------------     

(4)Pattern XX-A: Use a wire rope             


-------------------------           
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1. Main particulars
	(1)
	Ship's name
	　

	(2)
	Call sign
	　

	(3)
	IMO number
	　

	(4)
	Type of ship
	

	(5)
	Principal dimensions
	Loa=     m

	
	
	Lpp×B×D=     m×     m×     m

	(6)
	Height of mooring deck above keel
	Bow   :      m

	
	
	Stern  :      m

	(7)
	Draft and displacement                                      at full load condition
	Draft  :      m

	
	
	Displacement :       MT

	(8)
	Draft and displacement                                    at light ballast condition
	Draft  : 　  m

	
	
	Displacement :       MT


2. List of facilities
2.1 List of communication equipment
	No.
	Name
	Particulars

	(1)
	Inmalsat B
	Phone number (                     )

	(2)
	Inmalsat C
	Phone number (                     )

	(3)
	Wireless radio
	

	(4)
	Wireless radio
	

	(5)
	International VHF
	

	(6)
	International VHF
	

	(7)
	Maritime telephone
	Phone number (                     )

	(8)
	Portable wireless radio
	


2.2 List of power supply equipment
	No.
	Name
	Location
	Particulars

	(1)
	Main generator
	
	

	(2)
	Emerg. generator
	
	

	(3)
	Portable generator
	
	

	(4)
	Battery for gen. use
	
	

	(5)
	Do. for radio equip.
	
	

	(6)
	Do. for emerg. gen.
	
	

	(7)
	Shore connection
	
	

	
	
	
	

	
	
	
	


2.3 Steering gears
	No.
	Name
	Particulars

	(1)
	Steering gear
	

	(2)
	Emerg.steering gear
	

	(3)
	Power source for (2) 
	


2.4 Anchors, chain cables and mooring ropes
	No.
	Name
	Particulars
	SWL(kN)

	(1)
	Bower anchor
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	

	(2)
	Chain cable
	
	

	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	

	(3)
	Mooring rope
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	(4)
	Chain cable stopper
	
	
	
	
	


2.5 Arrangement of deck facilities on upper deck in the bow
(Note:  Arrangement of deck facilities on upper deck in the bow should be shown here.)
	No.
	Name (deck machineries)
	Particulars

	
	
	
	
	　

	
	
	
	

	
	
	
	
	　
	　

	
	
	
	

	
	
	
	
	　
	　

	
	
	
	

	
	
	
	
	　
	　
	　

	
	
	
	
	　

	
	
	
	

	
	
	
	
	　
	　

	
	
	
	

	
	
	
	
	　
	　

	
	
	
	

	
	
	
	
	　
	　
	　


	No.
	Name (deck fittings)
	Particulars
	SWL(kN)

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


2.6 Arrangement of deck facilities on upper deck in the stern
(Note:  Arrangement of deck facilities on upper deck in the stern should be shown here.)
	No.
	Name (deck machineries)
	Particulars

	
	
	
	
	
	　

	
	
	
	
	　

	
	
	
	
	
	　

	
	
	
	
	　

	
	
	
	
	
	　

	
	
	
	
	　

	
	
	
	
	
	　

	
	
	
	
	　


	No.
	Name (deck fittings)
	Particulars
	SWL(kN)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


2.7 List of deck tools
	No.
	Name
	Particulars

	
	
	
	
	
	
	　

	
	
	
	
	　

	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	　

	
	
	
	
	
	
	
	
	　

	
	
	
	
	
	
	
	
	　


2.8 List of other facilities
	No.
	Name and Particulars

	Cargo handling gears　

	
	

	
	

	
	
	
	
	
	　

	
	
	
	
	
	
	　

	
	
	
	
	　
	　

	
	
	　
	　

	
	
	
	
	
	　

	
	
	
	
	　

	
	
	　
	　

	
	
	　
	　

	Access Ladders　

	
	
	　
	　

	
	
	　
	　
	　

	
	
	
	　
	　
	　
	　

	
	
	　
	　
	　
	　

	
	
	　
	　

	
	
	　
	　
	　
	　


(NOTE: Unless the safe working loads of connection points are known, these loads should be determined by an engineering analysis reflecting the on-board conditions of the ship.)
3. Decision matrix for determining towing patterns
	Condition
	Towing pattern
	Remarks

	
	f/m the bow
	f/m the stern
	

	
	XX-F
	XX-A
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	YY-F
	YY-A
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


4. Towing patterns
The towing patterns for this ship are the following 6 patterns in principle.

The pattern is determined by the captain or the headquarters in consultation with the towing company, taking into account of the ship status and the surrounding conditions.
(1)Pattern  XX-F (towing from the bow)
Use a hawser or a wire rope and a bollard
(Note:  Towing pattern XX-F should be shown here.)
(2)Pattern XX-A (towing from the stern)
Use a hawser or a wire rope and a bollard
(Note:  Towing pattern XX-A should be shown here.)
(3)Pattern YY-F (towing from the bow)
Use wire ropes or chains and two bollards in order to distribute the towing force
(Note:  Towing pattern YY-F should be shown here.)
(4)Pattern YY-A (towing from the stern)
Use wire ropes or chains and two bollards in order to distribute the towing force.

(Note:  Towing pattern YY-A should be shown here.)
(5)Pattern ZZ-F (towing from the bow)
Use wire ropes or chains and two bollards in order to distribute the towing force
(Note:  Towing pattern ZZ-F should be shown here.)

(6)Pattern ZZ-A (towing from the stern)
Use wire ropes or chains and two bollards in order to distribute the towing force.

(Note:  Towing pattern ZZ-A should be shown here.)

5. Organization
5.1   Personnel distribution
The towing operation should be conducted in accordance with the following organization chart.
(Note:  Personnel distribution should be shown here.)
5.2 List of tasks and necessary equipment
The following table shows the responsibilities of each crew and the necessary equipment for the towing operation. Bosun should have deck tools (refer to 2.7 Table of deck tools) prepared and provide crews with tools.
	Title
	Duty
	Necessary equipment

	
	
	Life saving equipment
	Portable wireless radio
	on-deck tool

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


5.3 Notes for the towing operation
(1)During the connecting operation
①All the crews should be well informed of the work procedures and personnel distribution.

②The person in charge of the work (chief officer) on F'cle deck (or Poop deck) should always contact the captain, and finish the work as fast as possible.

③The person in charge of the work should watch the movement of towing ship carefully. When the towing line with eye splice is strained, he should evacuate the crews to safe places.

(2)During towing operation
①It is necessary to grease up continuously in order to prevent wear of ropes in Panama chock when wire ropes are used as towing lines.

②Wear-out condition in Panama chock should be constantly checked.

③Rudder should be operated to improve the ship's movement of following to the towing ship, if necessary.

④It should be confirmed in the engine room if there is a problem of free propeller rotation.

It is necessary to determine in advance how to lock the propeller shaft.
6. Procedures for connecting towing lines
The connecting procedures for the towing patterns described in Section 4 should be shown below. The captain should decide the connecting procedures in consideration of the arrangement of mooring equipment and the ship status after consulting with the captain of the towing ship and inform the crews of the procedures.
(Note: In this section, the connecting procedures for the towing patterns described in Section 4 should be considered and explained. Showing the connecting procedures simply by diagrams of deck arrangements used in Section 2.5 and Section 2.6 may be a practical way.)
(1)Pattern XX-F
(Note:  The procedure for the towing pattern XX-F should be shown here.)
(2)Pattern YY-F
(Note:  The procedure for the towing pattern YY-F should be shown here.)
(3)Pattern ZZ-F
(Note:  The procedure for the towing pattern ZZ-F should be shown here.)
 (4)Pattern XX-A
(Note:  The procedure for the towing pattern XX-A should be shown here.)
(5)Pattern YY-A
(Note:  The procedure for the towing pattern YY-A should be shown here.)

 (6)Pattern ZZ-A
(Note:  The procedure for the towing pattern ZZ-A should be shown here.)
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